PRIME LIGHT

PIX-4 LED Bar IP

Features & Applications

The PIX-4 LED Bar IP is an IP65 High Power LED Light Bar. Fitted with integrated power LED drivers, the product is
designed to ensure easy installation and flexible scalability. Together with some basic accessories, more than a
hundred lamps can be controlled by just a basic RGB controller or dimmer. It is housed in a modern fixture for easy
installation & application. It can be easily applied for wall washing and effects lighting.
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All Dimensions in mm

Product Specifications
Models Mono Dimmable RGB
Types of LED 18x TW CREE Power LED 18x TW Luxeon Power LED
Power Input 23W (Max), 24VDC
Lumen per Lamp 1440 Im (Day Light) -
Intensity per Laomp @ Tm 7,800 lux (Day Light) on 30 Deg -
Lens
Lens Angle Options Standard: 60 deg, Custom: 30 Deg
Colour Options Standard: Day Light (Typ 6000K), RGB
Warm White (Typ 3000K). Custom:
Red, Green, Blue, Amber
Controller/Dimmer Options PCD-1 PCC-3, PCC-51 or PCC-8
Environment Outdoor, IP65
Operation Temperature -10~45deg C
Estimated Lamp Life 50,000 hrs
Models
PIX-418YYZ
|9 Z Alphabet depicts model type D: Mono Dimmable, i: RGB
YY | Digits depict lens angle (deg) 30, 60

C: RGB, B: Day Light, E Warm White, R
Red, G: Green, L Blue, Y: Amber

X Alphabet depicts LED colour

Prime Light Pte Ltd reserves the right to change the specification without prior notification.
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